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American Standard Wire Gauge for non-ferrous metals 

Manufactured from high quality steel. 

Satin chrome finish. 

Offers a quick & accurate way of checking rod & wire sizes. 

Size range: 0-36 gauge for sheet, plate and wire 

Decimal equivalents in inches shown on reverse 

Manufactured to US MIL/Federal Spec: GG-G86C/15 Jan 1987 
 

AWG Diameter Inch Diameter Metric 

0 .325 8.251 

1 .289 7.348 

2 .258 6.544 

3 .229 5.827 

4 .204 5.189 

5 .182 4.620 

6 .162 4.115 

7 .144 3.665 

8 .128 3.264 

9 .114 2.906 

10 .102 2.588 

11 .091 2.304 

12 .081 2.052 

13 .072 1.829 

14 .064 1.628 

15 .057 1.450 

16 .051 1.290 

17 .045 1.151 

18 .040 1.024 

19 .036 0.912 

20 .032 0.813 

21 .028 0.724 

22 .025 0.643 

23 .023 0.574 

24 .020 0.510 

25 .018 0.455 

26 .016 0.404 

27 .014 0.361 

28 .013 0.320 

29 .011 0.287 

30 .010 0.254 

31 .009 0.226 

32 .008 0.203 

33 .007 0.180 

34 .0063 0.160 

35 .0056 0.142 

36 .005 0.127 
 

 

Packed Weight and Dimensions 
 

Code Description Weight g W mm H mm L mm 

5056 Wire Gauge: American Standard for Non-Ferrous Metals 90 105 3 110 
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US  Standard Wire Gauge for Sheet and Plate Iron and Steel 

Manufactured from high quality steel. 

Satin chrome finish. 

Offers a quick & accurate way of checking rod & wire sizes. 

Size range: 0-36 gauge for sheet and plate 

Decimal equivalents in inches shown on reverse 

Manufactured to US MIL/Federal Spec: GG-G86C/15 Jan 1987 
 

AWG Diameter Inch 

Decimal 

Diameter Inch  

Metric 

Diameter Inch 

Fractional 

Drill 

0 .3125 7.937 5/16 

1 .281 7.142 9/32 

2 .265 6.746 17/64 

3 .250 6.35 ¼ 

4 .234 5.94 15/64 

5 .2187 5.556 7/32 

6 .203 5.156 13/64 

7 .1875 4.762 3/16 

8 .172 4.366 11/64 

9 .156 3.969 5/32 

10 .140 3.57 9/64 

11 .125 3.175 1/8 

12 .109 2.769 7/64 

13 .0937 2.38 3/32 

14 .078 1.981 5/64 

15 .070 1.784  

16 .0625 1.587 1/16 

17 .056 1.42  

18 .050 1.27  

19 .0437 1.11  

20 .0375 0.952  

21 .0343 0.871  

22 .0312 0.79 1/32 

23 .028 0.711  

24 .025 0.635  

25 .0218 0.537  

26 .0187 0.475  

27 .017 0.432  

28 .0156 0.396 1/64 

29 .014 0.356  

30 .0125 0.317  

31 .0109 0.277  

32 .010 0.254  

33 .0093 0.236  

34 .0085 0.216  

35 .0078 0.198  

36 .007 0.178  
 

 

Packed Weight and Dimensions 
 

Code Description Weight g W mm H mm L mm 

5058 Wire Gauge: US Standard for Sheet, Plate Iron and Steel 90 105 3 110 
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